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I. BACKGROUND 

In 2010  the City  completed  an ADA Transition Plan  as  required by  Title  II of  the Americans with 
Disabilities  Act  (ADA)  of  1990  which  requires  State  and  local  governments  to  develop  a 
ranked/prioritized  inventory  of  existing  deficiencies  and  a  schedule  of  improvements  to  upgrade 
accessibility in each year following the Transition Plan. A total of 160 deficient ramps were identified 
under  the City’s ADA Transition Plan,  ranked  from Priority# 1  through 14, and, an additional 100 
asphalt ramps that were not ranked.  
 
In 2012 the City installed a total of 33 ramps as part of the ADA Transition Plan upgrades. A total of 
24 ramps were built via a Construction Contract utilizing the Gas Tax Pathways funding of $50,000 
that was approved by  the Transportation Committee  in  June, 2012; 9  ramps were built by Public 
Works Operations. The upgraded ramps were identified as Priority #2 in the ADA Transition Plan.  
 
An additional 87 ramps were completed by the Pavement Management Program  (PMP) as part of 
roadway overlay projects, of which 4 ramps were included in the ADA Transition Plan ramp list.  
 
The following section documents the “before” and “after” conditions for the 24 ramp locations that 
were  completed by  a Contractor  contract.  The  attached Map  shows  the  ramp upgrade  locations 
covering the ADA Transition Plan and the 2012 PMP contract.  

 
The ramps constructed along Singing Woods Drive provide pedestrian connectivity  to Rood Bridge 
Park. The ramps at 9th/Maple provide critical connectivity from the Shute Park parking area to the 
Aquatic Center.   
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II. “BEFORE” AND “AFTER” CONDITIONS 

  9th/Maple Intersection: All 4 corner ramps  
  BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Utility pole (PGE) conflict at SW corner 

 Large trees in very close proximity for SW & SE corners 

  AFTER Condition‐ 
 Extra concrete panels added to comply with required ramp grades at the SW, NE & SE corners 

 
 
 
 
 
 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

9th_Maple_NE 

9th_Maple_NW 
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9th_Maple_SE 

9th_Maple_SW 
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Rood Bridge/Singing Woods Intersection – NW and SW Corners 
   BEFORE Condition‐ 

 No Ramps 

 Unimproved corners 

 Road grade @ 6% at SW corner  

    AFTER Condition‐ 
 Extra concrete panels added to NW and SW corners to comply with required ramp grades and 

connect to existing sidewalk 

 Asphalt patch needed to match roadway grade to ramp at NW & SW corners 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rood Bridge_Singing Woods_NW 

Rood Bridge_Singing Woods_SW 
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Rood Bridge/Singing Woods Intersection – NE Corners 
   BEFORE Condition‐ 

 Existing compliant ramp but no truncated dome.   

    AFTER Condition‐ 

 Center concrete panel at ramp throat replaced and truncated dome added 
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Singing Woods/Bliss Intersection: NE and NW Corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Bliss_NE 

Singing Woods_Bliss_NW 
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Singing Woods/Bradley Intersection: NW and SW Corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Road grade @ 6.7 % at SW corner 

 Catch basin at SW corner 

  AFTER Condition‐ 

 Extra concrete panels added to comply with required ramp grades at SW corner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Bradley_NW

Singing Woods_Bradley_SW
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Singing Woods/Conrad Intersection: NW and SW corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

AFTER Condition‐ 

 Extra concrete panels added to the NW and SW corners to comply with required ramp grades 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Conrad_SW 

Singing Woods_Conrad_NW 
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Singing Woods/Madsen Intersection: SE and NE corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Mature tree in close proximity to SE corner 

AFTER Condition‐ 

 Tree protection measures needed for SE corner, roots were trimmed 

 Hedge trimming needed for NE corner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Madsen_SE 

Singing Woods_Madsen_NE 
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Singing Woods/Palmire Intersection: SW and NW corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

AFTER Condition‐ 
 Extra concrete panels added to the SW and NW corners to comply with required ramp grades 

 Asphalt patch needed to match roadway grade to ramp at SW corner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Palmire_SW 

Singing Woods_Palmire_NW 
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Singing Woods/Pipers Intersection: SE and NE corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Road grade@ 10.5% at NE corner 

AFTER Condition‐ 

 Asphalt patch needed to match roadway grade to ramp at NE corner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Pipers_NE

Singing Woods_Pipers_SE 
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Singing Woods/Radcliff Intersection: NW and SW corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Catch basin at NE & NW corner 

AFTER Condition‐ 

 Extra concrete panels added to the NW corner to comply with required ramp grades 

 Asphalt patch needed to match roadway grade to ramp at NW corner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Radcliff_NW 

Singing Woods_Radcliff_SW
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Singing Woods/Roanoke Intersection: all 4 corners 
BEFORE Condition‐ 

 Inaccessible; 6” curb on all 4 corners 

 Road grade@ 3 % at NE corner 

 Catch basin at NW corner 

AFTER Condition‐ 

 Asphalt patch needed to match roadway grade to ramp at NW, SW and SE corners 

 Extra concrete panel added to the SE corner to comply with required Ramp Grades 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Singing Woods_Roanoke_NW

Singing Woods_Roanoke_NE 
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Singing Woods_Roanoke_SW 

Singing Woods_Roanoke_SE


