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ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date: 11-11-2015     

 

Estimated Cost:       

Facility:  53rd Avenue Comm. Park Department Notified:       

Survey by:  Jim S and Maria D Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

North Parking Lot- 150 spaces 
Including 6 ADA 
South Parking Lot – 102 spaces 
Including 6 ADA 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle.  

Parking lots N & S are both Van Accessible 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note: Sign needs to be mounted on the 
latch side of the door 

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note: Door feels heavy – but need to 
verify with a hanging scale 

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note: This is a single toilet restroom/no stalls 

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34     Adjust or replace lavatory. 
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inches?  Note:       
 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note: There is no mirror 

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

Directional and Informational n/a Yes No Directional and Informational Signage 
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Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
44. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, 
bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Playground area: Replace two 
backless benches with 2 with back. 

45. At each type of cashier counter, is 
there a portion of the main counter 
that is no more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

46. Is there a portion of food-ordering 
counters that is no more than 36 
inches high, or is there space at the 
side for passing items to customers 
who have difficulty reaching over a 
high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
47. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

48. Are the clear spaces around the fire 
pit on a firm and stable surface? 

    Correct as needed 
 Note: 

49. Is the fire surface height a minimum of 
9” above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

50. Are the slopes around fire pits not 
more than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
51. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

52. Are accessible cooking feature 
surfaces installed between 15 inches 
and 34 inches above the 
ground/floor? 

    Install as required 
 Note: 

53. Do operating controls and 
mechanisms comply with current 
Clear Floor Space and Height 
standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
54. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
55. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

56. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

57. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

58. Is the ground surface firm and stable?     Repair as needed 
 Note: 

59. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum 
allowed for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 
60. Is there an accessible route to and 

within common use areas?  
    Add accessible route as needed. 

 Note:  
 

61. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 

 Note: There are 3 tables 
 

62. Where more than two picnic tables 
are provided, are at least two mobility 
compliant? 

    Replace or add tables as needed. 
 Note:  

63. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 
inches wide, and 19 inches deep? 

    Replace or add tables as needed. 
 Note: 

64. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    



 7 

the area.  
 Remove some fixed seating. 
 Note: 

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 
65. Where multiple benches are provided, 

are at least 50% consistent with this 
section? 

    Repair as needed 
 Note: 10 backless benches and 4 with 
back 

 

66. Are accessible benches dispersed 
evenly throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

67. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

68. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

69. Is there a 30” x 48” Clear Floor or 
Ground Space adjacent to the bench? 

    Repair as needed 

 Note:  5 benches had companion area 

70. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: Except 1 by the play area 

71. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:  Only 2 out of 16 

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
72. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

73. Is there at least one of each ground-
level play component on an 
accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

74. Does the accessible route connect 
ground level play components and 
elevated components including entry 
and exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
75. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 
76. Is the clear width of the trail 36     Renovate as required 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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inches?  Construct all new trails to code 
 Note: 

77. Are openings in the trail less than ½  
inch?  

Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

78. Is the trail free of constructed or 
natural barriers? 

    Remove as needed 
 Note: 

79. Are all overhead hazards maintained 
at a height that is sufficient for all 
expected users of the trail?  
(Remember, Objects that protrude 
into a pathway at a height greater 
than 27” are difficult for the blind or 
persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

80. Is more than 30% of the total trail 
length steeper than 8.33%? 

    Renovate as required. 
 Note: 

81. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 

Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

82. Where slopes are steeper than 5% for 
the given runs above, are there 
resting intervals provided at the top 
and bottom of the runs? 

    Construct level rest interval4 
 Note: 

83. Are all cross slopes a maximum of 
2%? 

Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Are all tread obstacles a maximum of 
½” on asphalt, concrete or board 
surfaces and not more than 2” on 
other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

85. Are passing spaces (60” x 60”) 
provided at maximum intervals of 
1000 ft. whenever the clear tread 
width is less then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

87. Does the trail have signs that clearly 
indicate the type of use, rules and 
difficult conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

88. Are there signs that warn users that 
changes in trail level or tread 

    Renovate as required 
 Construct all new trails to code 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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obstacles could not be removed?  Note: 

89. Are there detectable warnings 
anywhere a route crosses a traffic 
way? 

 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
90. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

91. Does the gangway to the dock or 
floating dock deigned to provide for a 
maximum 1:12 (8.33%) slope ?   

Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

92. Does the gangway have a transition 
plate to the pier or platform that meets 
codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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93. Where boat slips5 are provided, does 
the number of accessible slips6 
comply with the table to the right? 

Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
94. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

95. Is this facility compromised only of a 
boat launch with no boarding ramp or 
pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

      Sandplay area is not accessible 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 













































       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   11-18-2015   

 

Estimated Cost:       

Facility:  Bicentennial Park  Department Notified:       

Survey by:  Maria Davila  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: On-street parking 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

The ramp on the west side is rough the 
closest ramp on the east side is the driveway 
from the building next to the park or going all 
the way to the corner of NE 25th Avenue and 
E Main Street.  (There are no designated 
parking stalls or drop-off areas associated 
with the park) 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 
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6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

 Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:      Are these provided? Clarify 

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:      Are these provided? Clarify 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)?  

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair?  
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
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 Note:       
 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note: 27-1/2” 

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
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protruding less than 4 inches from the 
wall, into the circulation path? 

 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Benches don’t have companion 
space. The only one with a companion 
space is the one next to the picnic shelter. 
(Did you mean next to the 
restroom/playground?) 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note:  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note: Companion spaces 

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  Only bench at playground  

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: There is a section of wood chip trails 
at this Park, these trails don’t comply with 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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accessibility. There are 2 benches and 1 
trashcan that are not accessible because of 
either the slope of the trails in bad shape. 
However, since this is not a nature park but 
a neighborhood park and the pathways 
provide the same experience as these 
trails, these don’t need to be considered for 
this study. 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

   
 

 Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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indicate the type of use, rules and difficult 
conditions for the trail? 

 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:  12-21-2015    

 

Estimated Cost:       

Facility: Central Park  Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: On street parking 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

 
 
 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: benches are well distributed, but 
there are not companion for any of them 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note:  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  There is area adjacent to the front of 
the benches in a large open gathering 
area.  Make sure there is a route between 
the benches. 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere     Repair as needed  

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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a route crosses a traffic way?  Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier     Install 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   1/18/2015   

 

Estimated Cost:       

Facility:  Cherry Lane Trailhead Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: 11 parking spots 

1 ADA accessible 
1 VAN accessible 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

 
 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Picnic Tables (Units) 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note: There are three (4 if you count the 
mushroom table) and only 1 is compliant 
due to lack of accessible route. 

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area. No accessible route to them 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note: I don’t see any benches on this site.  
If none then check Does not apply box for 
this section. 

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 

 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? Does not require it 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? There are not 
obstacles 

    Renovate as required 
 Construct all new trails to code 
 Note: 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:      

 

Estimated Cost:       

Facility: Dairy Creek  Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

 
Parking lot North: 7 spaces (2 ADA and 1 
VAN) 
Parking lot South: 33 spaces (2 ADA and 2 
VAN) 

 
Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 
There is a detectable warning at Parking 
Lot north accessible ramp, but missing at 
the south one. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note (Provide Accessible route to player 
bench) 

ADA Portable Toilet n/a Yes No ADA Portable Toilet 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       (It appears from the photo 
that there is a tactile sign located on the 
portable toilet.  Please confirm. 

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 



























































       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   12-9-2015 

 

Estimated Cost:       

Facility:  Frances Street Park  Department Notified:       

Survey by: Maria Rosa Davila  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

7 parking spots (2) ADA, but only 
one is marked as ADA on pavement 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. The area is the required but it is 
not signed  

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

Missing Van Accessible symbol 
60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: there is not access to basketball 
court 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

 
 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note: There are 2 drinking fountains and 
only 1 is ADA. They serve different areas 
and are very far apart. The suggestion is 
to make the 2 one ADA also. 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Distribution is fine but benches don’t 
have a companion space 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note: They are 28” wide and have no leaf 

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note: Tables are movable and can be re-
arrange constantly.  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:  6 out of 8 do 

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

 
 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 

    Install 
 Renovate boarding pier 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     2-17-16 

 

Estimated Cost:       

Facility:  Gordon Faber Rec 
Complex 

Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: There are 1598 parking spots  

42(ADA)  divided in 5 different areas. We 
need to add a 5th area  to access ball 
fields 5,6 and 7 

Each one of the existing areas has VAN 
accessible parking. 

 
Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  Gate B entrance doesn’t have an 
accessible route. The Accessible route is 
on Gate A which provides access to all of 
the facilities but it is a long way to access 
fields 1, 2 and 3. Need to add a sign on 
Gate B to let people know accessible 
entrance is further back on Gate B. 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note  See map attached for spots missing 
detectable warnings. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note All fields have accessible dugout 
areas. Filed 4 needs to have the gate 
open at all times or relocated so it is 
accessible. 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note: Need to fix door handle at the ADA 
stall 

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note: it is 65” high due to block (finish) 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note: Add a loop handle in the interior of 

the door stall to be able to pull the door 
open 

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       
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25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note: Drinking fountains are not ADA 
compliant. All need to  be replaced. 

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 

    Provide cup dispensers for fountains with 
spouts that are too high. 
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and another with a standard height spout 
(or a single "hi-lo" fountain)? 

 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: All fields, except field 3 have 
designated ADA bleachers for the 
audience. Fields 1 and  2 need a path to 
access the audience bleachers area, both 
fields 1 and 2 need a circulation area all 
around the bleachers with a crossed sloped 
less than 2% (right now 5.7%). Field 4 
needs the bleachers to be rearranged so 
they are free of obstacles. Fields 5 and 6 
are ok. 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note: The counters are 42”, they need to 
be lowered to 36”. Maybe easier to make 
an addition on the side, and to not modify 
the existing counter.  

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 
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  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 

Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note: where a cluster of tables is provided  
we need to comply with this rule. Tables at 
the plaza need to remove one and add 1 
ADA. Tables  between field 5 and 6 are ok. 
(3 tables – 1 ADA) 

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: tables at the picnic shelter need to 
be re-arranged 

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: Benches are located only in some 
areas where it make sense to the facility 
circulation system 

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note: Add wings to the access ramp 

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   



 9 

at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 











































       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     11-30-2015 

 

Estimated Cost:       

Facility:  Harold E. Rose Garden Department Notified:       

Survey by:  Maria Rosa Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

On-site parking 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 
Missing detectable working at SW ramp of 
Park 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

   Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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 Note:       
 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34     Adjust or replace lavatory. 
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inches?  Note:       
 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

  Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

   Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

   Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

   Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

   Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

   Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 

   Check here if section does not apply to this park and move to next section. 
66. Is there an accessible route to and within 

common use areas?  
    Add accessible route as needed. 

 Note:  
 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 

 Note:  
 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note:  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: Surface change is rough but 
probably close enough that would not 
cause trouble. See photo 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

   Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

   Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 

   Check here if section does not apply to this park and move to next section. 
82. Is the clear width of the trail 36 inches?     Renovate as required 

 Construct all new trails to code 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 

    Install 
 Renovate boarding pier 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date: 3/30/2016     

 

Estimated Cost:       

Facility:  Hondo Dog Park Department Notified:       

Survey by:  Maria Rosa Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

28 parking spots 
2 ADA 
1 VAN 
 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

 
 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note:  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note:16 ½” (Clarification needed as to how 
many benches or all.  If all, then is it 
practical to replace 6 of the benches for 
½”? Add spacer?) 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 
The surface change between the benches 
surface and trails is very rough and non-
accessible 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: It is a gravel path trail. 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: Rough surface changes between 
concrete and gravel. 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

1 Gravel path needs maintenance in order to become accessible 

2 Winter area is not accessible – the gravel is big and loose. Winter area 
has a shelter that should become accessible. 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     2-17-16 

 

Estimated Cost:       

Facility: Jackson Bottom Wetlands  Department Notified:       

Survey by:  Maria davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  South parking lot:33 parking spots 
– 2 ADA and 1 Van 

 
North parking lot: 11 Parking spots – 1 ADA. 

Need to mark the VAN ACCESSIBLE. 
 Total  

Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign –THE 
SIGN IS 42” FROM GROUND 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  There is ADA access to the facility 
and back porch. There is limited access to 
the waterwise garden. There is rough 
access for the observation shelter that is 
closer to the facility. Both of them provide 
a unique experience and is important to 
make them accessible. 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 
The existing detectable warning don’t 
change color 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to     If symbols are used, add supplementary 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
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required depth may be under the lavatory. 
 

space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 

    Replace the controls. 
 Note:       
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with one closed fist? 

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note: The facility needs to upgrande of all 
their signs to comply with ADA standards. 

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: General distribution of seating areas 
is fine, but ADA benches are not always 
availbable. 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  

 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note: The closer observation shelter has 
potential with a trail that has a manageable 
slope, but needs landings and then a 14% 
slope stretch to enter the shelter. The 
viewing area at the Education Center is 
fully accessible. The viewing area at the 
north end is accessible too. 

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note:Update rails to cable rail to open the 
view. 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

 
 
 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 

 Note: Benches on the north view point are 
OK.  2 Benches at the wisewater garden 
don’t have armrests, and one is 20” high 
and on a slope. Benches in the education 
center area are OK. Benches next to the 
view point and in the pollinator garden are 
not compliant. Benches in the shelters are 
ok in height but don’t have arm rests. 

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: general distribution of benches is 
fine, but benches are mostly non ada. 

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note: Only at north area and education 
center back porch if rearranged. 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note:This is not the case for the waterwise 
garden, pollinator garden area and view 
area next to the observation shelter in the 
wetland. 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   
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Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: This study only includes the trails 
located around the education center – not 
those in the wetland (except for the trail 
that leads to the closer observation 
shelter).  Shelters in general are ok for 
slope and width. However they all need to 
be maintained to have a max cross slope of 
2% and be paved with a  small ¼-10 minus 
gravel to comply with ADA standards. 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note:Check that all surfaces transitions 
don’t exceed ½”. That is not the case now. 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 

    Renovate as required 
 Construct all new trails to code 
 Note: 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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use canes to detect.)  

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: Trails that leads to the observation 
shelter needs landings 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: Trails don’t cross traffic 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   12/21/2015   

 

Estimated Cost:       

Facility:  Magnolia Meadows Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: on-street parking 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

\ 
 
 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: The benches are distributed 
throughout but they don’t have companion 
spaces. 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note: Picnic tables are 28” wide (Verify if 
the Knee space is 30”) 

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove 1 of the 2 tables 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note:  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: (are the benches too low / high?) 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½      Renovate as required 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: (This should be covered in the Sign 
standards study) 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

 
 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 

    Install 
 Renovate boarding pier 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 























       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     11/20/2015 

 

Estimated Cost:       

Facility: McKinney Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: On-Street Parking 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   



 

2 

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

     Concrete Pattern changes 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? Pending –check 
handle height and weight at opening 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note: There is an ADA drinking fountain 
but the control/botton doesn’t work is 
broken. Needs to be fixed or replaced. 

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Picnic Tables (Units) 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note: 1 table only 

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note: 28” wide (is there 30” wide Knee 
space?) 

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Note: 1 table only  
 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: Except the one at the playground 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  Only benches at playground 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½      Renovate as required 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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96. Is there an accessible route to the 
boating facilities? 

    Install 
 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 

    Install 
 Renovate boarding pier 
 Note 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:  11-11-2015    

 

Estimated Cost:       

Facility:  Noble Woods Park Department Notified:       

Survey by:  Jim S. and Maria D. Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: Parking lot on Baseline: 

22 spaces including 1 ADA and Van 
accessible 

 
Parking lot on Century Rd: 
25 spaces including 1 ADA and Van 

accessible. 
 
 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 
Parking lot on Century Rd needs sign for 

“Van Accessible” 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  NW access is rough – steep, bad 
change of pavement between rock and 
asphalt. Needs to be repaired. 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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 Note:       
 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34     Adjust or replace lavatory. 
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inches?  Note:       
 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note: No soap dispenser 

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note: No mirror 

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

Directional and Informational n/a Yes No Directional and Informational Signage 
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Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
44. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, 
bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

45. At each type of cashier counter, is 
there a portion of the main counter 
that is no more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

46. Is there a portion of food-ordering 
counters that is no more than 36 
inches high, or is there space at the 
side for passing items to customers 
who have difficulty reaching over a 
high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
47. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

48. Are the clear spaces around the fire 
pit on a firm and stable surface? 

    Correct as needed 
 Note: 

49. Is the fire surface height a minimum of 
9” above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

50. Are the slopes around fire pits not 
more than 1:50?  

 
 

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
51. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

52. Are accessible cooking feature 
surfaces installed between 15 inches 
and 34 inches above the 
ground/floor? 

    Install as required 
 Note: 

53. Do operating controls and 
mechanisms comply with current 
Clear Floor Space and Height 
standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
54. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note: Baseline Parking Lot: 1 out of 2 is 
accessible. 

Century Parking Lot: 2 out of 3 are accessible 
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
55. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

56. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

57. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

58. Is the ground surface firm and stable?     Repair as needed 
 Note: It is not even due to pavers 

59. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum 
allowed for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Picnic Tables (Units) 
  Check here if section does not apply to this park and move to next section. 
60. Is there an accessible route to and 

within common use areas?  
    Add accessible route as needed. 

 Note:  
 

61. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

62. Where more than two picnic tables 
are provided, are at least 20% but not 
less than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

63. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 
inches wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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64. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Spaces around accessible tables are 

tight due to columns, consider removing 1 
table. 

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 
65. Where multiple benches are provided, 

are at least 50% consistent with this 
section? 

    Repair as needed 
 Note: There are 3 benches- 2 mounted to 
low and 2 don’t have a stable surface 

 

66. Are accessible benches dispersed 
evenly throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: They are disperse evenly but not 
accessible – could add a 4th one the east 
side of the park 

67. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

68. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

69. Is there a 30” x 48” Clear Floor or 
Ground Space adjacent to the bench? 

    Repair as needed 

 Note:   

70. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

71. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
72. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

73. Is there at least one of each ground-
level play component on an 
accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

74. Does the accessible route connect 
ground level play components and 
elevated components including entry 
and exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
75. Is there at least one of each play     Expand existing accessible routes as 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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component on an accessible route?   needed 
 Construct accessible routes 
 Note:  

 

 
Trails 

 
n/a 

 
Yes 

 
No 

 
Trails 

  Check here if section does not apply to this park and move to next section. 
76. Is the clear width of the trail 36 

inches? 
    Renovate as required 

 Construct all new trails to code 
 Note: 

77. Are openings in the trail less than ½  
inch?  

Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: There are 4 boardwalks at this park 
and the transitions are rough 

78. Is the trail free of constructed or 
natural barriers? 

    Remove as needed 
 Note: 

79. Are all overhead hazards maintained 
at a height that is sufficient for all 
expected users of the trail?  
(Remember, Objects that protrude 
into a pathway at a height greater 
than 27” are difficult for the blind or 
persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

80. Is less than 30% of the total trail 
length steeper than 8.33%? 

    Renovate as required. 
 Note: 

81. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 

Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: There are some sections on the trail 
that exceed the requirements. *Refer to 
map 
a) Trail access: 75LF- 10%  
b) 20LF – 11% 
c) 60 LF – 8% 
d) 36 LF – 10-12% 

 

82. Where slopes are steeper than 5% for 
the given runs above, are there 
resting intervals provided at the top 
and bottom of the runs? 

    Construct level rest interval4 
 Note: Not regularly 

83. Are all cross slopes a maximum of 
2%? 

Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: Tree roots 

84. Are all tread obstacles a maximum of 
½” on asphalt, concrete or board 
surfaces and not more than 2” on 
other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: Boardwalk transitions are rough 

85. Are passing spaces (60” x 60”)     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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provided at maximum intervals of 
1000 ft. whenever the clear tread 
width is less then 60”? 

 Construct all new trails to code 
 Note: 

86. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

87. Does the trail have signs that clearly 
indicate the type of use, rules and 
difficult conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

88. Are there signs that warn users that 
changes in trail level or tread 
obstacles could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: Painted lines on trail when uneven 
by tree roots. 

89. Are there detectable warnings 
anywhere a route crosses a traffic 
way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
90. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

91. Does the gangway to the dock or 
floating dock deigned to provide for a 
maximum 1:12 (8.33%) slope ?   

Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

92. Does the gangway have a transition 
plate to the pier or platform that meets 
codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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93. Where boat slips5 are provided, does 
the number of accessible slips6 
comply with the table to the right? 

Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
94. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

95. Is this facility compromised only of a 
boat launch with no boarding ramp or 
pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   12-1-2015 

 

Estimated Cost:       

Facility:  Orchard Park  Department Notified:       

Survey by: Maria Rosa Davila  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

27 parking spots 
2 (ADA) 
1 (VAN) 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: Missing access to the playground 
and picnic area next to it 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 



 

3 

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

 
 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Benches don’t have companion 
spaces 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note: Picnic area missing an accessible 
gravel path to it 

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: Missing a bench on east side of the 
park loop. Long stretch with no benches. 

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 

 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: Bench at playground is on 
woodchips, but it doesn’t have an 
accessible route to it 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: There is a ramp to access the 
playground and the playground surface is 
accessible but there is not gravel path 
provided to access the playground from the 
parking lot. In fact the ramp is not aligned 
with the accessible ramp in the parking lot. 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play     Expand existing accessible routes as 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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component on an accessible route?   needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: Some bridge edges are rough but 
they provide enough clearance (3’) for a 
wheelchair to go through 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: Check map for comments 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: Some boardwalks have a rough 
surface change at corners, make sure we 
meet with the min 3’ clearance 
requirements for wheelchairs. 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 

























       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:  3/3/2016    

 

Estimated Cost:       

Facility: Paula Jean  Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   



 

2 

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  No access to playground area 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

 
 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note: They are not at reachable distance 
and are not on a stable surface 

 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: There are two non-accessible 
benches 

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 

 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:The playground equipment is not 
ADA 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

 
 
 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note:Trail has cracks that need to be 
maintained 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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changes in trail level or tread obstacles 
could not be removed? 

 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   12-9-2015 

 

Estimated Cost:       

Facility:  Reedville Creek Park  Department Notified:       

Survey by: Maria Rosa Davila  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: 49 parking spots (2) ADA 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: Tennis courts don’t connect both 
sides of the court with an ADA access 
(There is access between the courts from 
the south end.) 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed (This was not originally 
marked by MB) 
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note: There is only one restroom 

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear?     Install offset (swing-clear) hinges. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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  Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note: The door opens easily for the first 
couple of feet, then it gets heavier.      

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       
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26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note: Only toilet paper dispenser 
available 

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: electric outlet (what is needed?) 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
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protruding less than 4 inches from the 
wall, into the circulation path? 

 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 

Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note:  

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note: Two tables have a leaf, but they are 
28” wide. 

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note: 28” wide 

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 

    Repair as needed 
 Note:  
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section?  

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 

 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  The only bench that has a 
companion space is one at the skate bowl. 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:  11 of 15 

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note: Playground needs a ramp to access 
it 

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 

    Renovate as required 
 Construct all new trails to code 
 Note: 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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or diagonal to the dominate direction of 
travel.)  

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating     Install 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 



       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   3/4/2016   

 

Estimated Cost:       

Facility:  Rock Creek Trail Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: Parking lots that serve the RCT are 
at Orchard Park and Cherry Lane – both 
included in the parks survey 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: All trail entries are accessible   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note: There are two restrooms that serve 
the RCT one located at Orchard Park and 
one at Cherry Lane and both were 
included in the parks survey. 

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear?     Install offset (swing-clear) hinges. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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  Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       
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26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note: There are 2 drinking fountains that 
serve the RCT one located at Orchard 
Park and the second at Cherry Lane – 
there were both included in the parks’ 
survey. 

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable     Place a planter or other cane-detectable 
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(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

barrier on each side at floor level. 
 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: The location for benches is well 
distributed, but the benches located in  
section between Rock Creek Blvd. and 
Evergreen are not  on an stable surface. 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note: Fix the trashcan that are crooked or 
out of reach for a person on a wheelchair 

 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note: 

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note: Benches between Rock Creek Blvd. 
and Park View are not accessible, although 
benches itself are compliant. 

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: There is a pretty long section without 
benches in the section between Evergreen 
and Cornell – the conditions make it 
complicated to add a bench because there 
is a long boardwalk and  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:  then a short section that is pretty 
steep. the benches provided in this section 
are backless and armless. Same for the 
bench between Cornell and Amberwood. 

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  Benches located in the section 
between Evergreen and Rock Creek 
Blvd.and the ones located along the 
Orchard Park section need a companion 
space. 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: for the most part, except for benches 
between RC Blvd. and Evergreen. Benches 
along Evergreen-Cornell section are on a 
stable surface but there is rough surface 
change. 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:  Benches between Evergreen and 
Amberwood section are backless 

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: Section located between Rock Creek 
blvd. and evergreen has pretty rough areas 
that need to be repaired. Still the section 
can be used for people on wheelchairs if 
they skip those areas. 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: Section between Evergreen and 
Cornell has 5 sections that don’t comply 
1- 90’- 8% (at the Cornell entry side) 
2- 90’ – 8% (at John Olsen intersection) 
3- 60’ – 8-9% (at John Olsen 

intersection) 
4- 18’ at 11%  
5- 96’ -8.5% at Aloclek intersection  
6- 39’ – 11% at the Evergreen entry 

See map for details 
 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%?     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note:Trail is 10’ wide 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date: 11-11-2015     

 

Estimated Cost:       

Facility: Rood Bridge Park    Department Notified:       

Survey by: Jim S and Maria D  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

 
Boat launch – Add ADA spaces (VAN) 
Integrate into future design  

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   



 

2 

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  Rhody garden and Picnic area 
along open area are not accessible 

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note: Annex RR may be out of 
compliance, but it is marked as ADA 

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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 Note:       
 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note: Need to check with a hanging scale 

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34     Adjust or replace lavatory. 
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inches?  Note:       
 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:  

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note: 41” 

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note:Too high at 37” and inoperable with 

closed fist 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
44. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, 
bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

45. At each type of cashier counter, is 
there a portion of the main counter 
that is no more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

46. Is there a portion of food-ordering 
counters that is no more than 36 
inches high, or is there space at the 
side for passing items to customers 
who have difficulty reaching over a 
high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
47. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

48. Are the clear spaces around the fire 
pit on a firm and stable surface? 

    Correct as needed 
 Note: 

49. Is the fire surface height a minimum of 
9” above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

50. Are the slopes around fire pits not 
more than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
51. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: No, 3 are located in the non-
accessible picnic area 

52. Are accessible cooking feature 
surfaces installed between 15 inches 
and 34 inches above the 
ground/floor? 

    Install as required 
 Note:28” height 

53. Do operating controls and 
mechanisms comply with current 
Clear Floor Space and Height 
standards? 

 

    Install as required 
 Note: Review 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
54. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
55. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

56. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

57. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

58. Is the ground surface firm and stable?     Repair as needed 
 Note: 

59. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum 
allowed for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 
60. Is there an accessible route to and 

within common use areas?  
    Add accessible route as needed. 

 Note: This excludes un-accessible picnic 
area. Only picnic shelters. 

 

61. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note: Shelter 1- 4 tables- 1ADA 

Shelter 2 – 12 tables – 2 ADA 
Shelter 3- 5 Tables – 2 ADA 
 

62. Where more than two picnic tables 
are provided, are at least 20% but not 
less than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

63. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 

    Replace or raise tables. 
 Note:       

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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inches wide, and 19 inches deep? 

64. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 
65. Where multiple benches are provided, 

are at least 50% consistent with this 
section? 

    Repair as needed 

 Note:There are 20 benches total. The 5 
located next to playground and open lawn 
area by the shelters are all consistent. The 
other 15 are located along trails and are 
not consistent. 

 

66. Are accessible benches dispersed 
evenly throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

67. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 

 Note:   

68. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: Typically the ones along the trails 
are too low at 16.5” 

69. Is there a 30” x 48” Clear Floor or 
Ground Space adjacent to the bench? 

    Repair as needed 
 Note:   

70. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: This is only for 5 benches around 
open lawn area 

71. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
72. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

73. Is there at least one of each ground-
level play component on an 
accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

74. Does the accessible route connect 
ground level play components and 
elevated components including entry 
and exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
 Check here if section does not apply to this park and move to next section. 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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75. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 
76. Is the clear width of the trail 36 

inches? 
    Renovate as required 

 Construct all new trails to code 
 Note: 

77. Are openings in the trail less than ½  
inch?  

Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

78. Is the trail free of constructed or 
natural barriers? 

    Remove as needed 
 Note: 

79. Are all overhead hazards maintained 
at a height that is sufficient for all 
expected users of the trail?  
(Remember, Objects that protrude 
into a pathway at a height greater 
than 27” are difficult for the blind or 
persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

80. Is less than 30% of the total trail 
length steeper than 8.33%? 

    Renovate as required. 
 Note: 

81. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 

Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: See map for non-accessible sections 

82. Where slopes are steeper than 5% for 
the given runs above, are there 
resting intervals provided at the top 
and bottom of the runs? 

    Construct level rest interval4 
 Note: 

83. Are all cross slopes a maximum of 
2%? 

Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Are all tread obstacles a maximum of 
½” on asphalt, concrete or board 
surfaces and not more than 2” on 
other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

85. Are passing spaces (60” x 60”) 
provided at maximum intervals of 
1000 ft. whenever the clear tread 
width is less then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

87. Does the trail have signs that clearly 
indicate the type of use, rules and 
difficult conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

88. Are there signs that warn users that 
changes in trail level or tread 
obstacles could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

89. Are there detectable warnings 
anywhere a route crosses a traffic 
way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
90. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

91. Does the gangway to the dock or 
floating dock deigned to provide for a 
maximum 1:12 (8.33%) slope ?   

Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

92. Does the gangway have a transition 
plate to the pier or platform that meets 
codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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93. Where boat slips5 are provided, does 
the number of accessible slips6 
comply with the table to the right? 

Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
94. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

95. Is this facility compromised only of a 
boat launch with no boarding ramp or 
pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

     1 Picnic/Grill Clusters not accessible 

     2 Rhody Garden not accessible 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 

























       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:   11-18-2015   

 

Estimated Cost:       

Facility:  Shadywood Park Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: 30 Parking Spots 

2(ADA) 
1 (VAN) 

 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   



 

2 

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       

 
 
 



 

 

 

 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Benches don’t have a companion 
space 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note:1 bbq only 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note: There are two picnic areas. One with 
a shelter and an accessible route, and the 
other one without and accessible route. 
Need to build a gravel path. 

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note: Tables don’t have the knee spaces 
required.  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 

 Note:  
 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 

 Note:   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: There is a bench at playground that 
needs stable surface 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:There is not accessible route to the 
playground. 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note:Some sections of the trail are in bad 
shape for roots growth. See map for 
locations. 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: Refer to section 83 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that     Renovate as required 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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changes in trail level or tread obstacles 
could not be removed? 

 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: Trails don’t cross traffic. Trail 
entrances don’t have detectable warnings. 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 



 10 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 



 11 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:      

 

Estimated Cost:       

Facility:  Shute Park Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note: Library Parking Lot- 58 spaces (4) 
ADA and 1 VAN 

South Parking Lot-43 spaces (3 ADA) and 1 
VAN 

Senior Center Parking Lot- 89 spaces (7) 
ADA and 1 VAN 

 
Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 
Faded signs on the ground need to be re-

painted. 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 



 

3 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:      (What is the deficiency 
here?) 

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:  
It is not a stall but it has grab bars 

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       
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27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

 
 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
 Note:       
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Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: There is a cluster of 23 benches in 
front of the playground that don’t have 
arms and don’t provide companion area 
sitting. (need additional calrifications) 

The 2 benches along the pathway on the 
south side of the park need a companion 
area. 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: Gravel has been added to provide a 
stable surface, but it needs maintenance. 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: There are not operating controls. 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note: Refer to map for location of non-
accessible trashcans 

 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Picnic Tables (Units) 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note: Picnic area ‘C’ provides 16 tables 
and only 2 ADA. Extend path to reach more 
tables. 

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all     Rearrange tables to allow room for 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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areas of the table are accessible? wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: There are 4 main picnic areas with 
an accessible route. This study is focused 
on those 4 areas. There a lot of picnic 
tables scattered around the park. 

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note: Missing companion spaces on 
benches in south end of the park 

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
  Note:  15 out of 45 do 

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 
 Note:  13 out of 45 have it 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: Refer to map to see the 2 benches 
that are not stable 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:  40 do 

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 

    Renovate as required 
 Construct all new trails to code 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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conditions for the trail?  Note: not needed 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: not needed 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

     1 Picnic area ‘C’: 3 picnic tables can have ADA access if there is a 
maintained and stable gravel path to them.  

     2 The fire pit in area ‘C’ needs a well maintained gravel path around it. 

     3 Picnic area ‘B’- the BBQ needs a stable surface around. 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     11-30-2015 

 

Estimated Cost:       

Facility:  Turner Creek Park  Department Notified:       

Survey by:  Maria Davila Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

 
29 Parking spots – 1 (ADA) – need to add 

another space to comply 
 
1 (VAN) 

 
Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. Need to provide a 
main entry access. Wheelchair users can’t 
rely on driveway because there are car 
bumps.(There is a paved route on the 
west side of the driveway to the public 
sidewalk on the street) 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 
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6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   

Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  There is no access to tennis courts 
or picnic tables. Playground also needs  

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: Access to court is steep. 28’ at 15% 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  
 Note: Provide at all trail entry locations. 

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note: No access to bleachers 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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below? 
 

 Note:       

16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
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 Move a partition or wall. 
 Note:       

 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note: 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

 

40. Is each water fountain cane-detectable     Place a planter or other cane-detectable 
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(located within 27 inches off the floor or 
protruding less than 4 inches from the 
wall, into the circulation path? 

barrier on each side at floor level. 
 Note:       

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 
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Cooking Surfaces, Grills, Pedestal 
Grills2 

n/a Yes No Cooking Surfaces, Grills, Pedestal 
Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 
 Note: picnic table at playground could be 
accessible if playground surface is always 
in good shape. Table behind baseball field 
doesn’t have an accessible route. 

 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 
 Note:  

 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all     Rearrange tables to allow room for 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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areas of the table are accessible? wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note:  

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: all benches are 15-16” high 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 

 Note: Only benches at playground   

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 
 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note: Playground needs maintenance to 
make it accessible. Add mulch and make 
the ground even. 

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 
  Check here if section does not apply to this park and move to next section. 

81. Is there at least one of each play 
component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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  Check here if section does not apply to this park and move to next section. 
82. Is the clear width of the trail 36 inches?     Renovate as required 

 Construct all new trails to code 
 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: There are two bridges and both have 
difficult surfaces transitions. 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: See maps for sections that don’t 
meet standards 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 

    Renovate as required 
 Construct all new trails to code 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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could not be removed?  Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 
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99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 
less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

    Install 
 Renovate boarding pier 
 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 





























       
 

 

 

 

 

 

ADA Compliance Program 
PARKS AND RECREATION DEPARTMENT 

               ADA ACCESSIBILITY SURVEY FOR PARK FACILITIES 

 
  

 

 

Date:     11-30-2015 

 

Estimated Cost:       

Facility:  Walnut Street Park  Department Notified:       

Survey by: Maria Davila  Date of Notification:       

Check all applicable building codes and ADAAG publications prior to any renovation or construction.  
This survey is only a guideline. 

 
ITEM    RECOMMENDATIONS 

Parking and Drop-off Areas n/a Yes No Parking and Drop-off Areas 
  Check here if section does not apply to this park and move to next section. 

1. Are an adequate number of accessible 
parking spaces available? The table 
below gives the ADAAG requirement for 
new construction and alterations (for lots 
with more than 100 spaces refer to 
ADAAG). 

 
Accessible Spaces per Overall spaces 

    Reconfigure a reasonable number of 
spaces by repainting stripes. 
 Construct accessible routes 
 Note:  

On street-parking 

Total  
Spaces 
 
1 to 25 
26 to 50 
51 to 75 
76 to 100 
 

Accessible Spaces 
Required 
 
1 space 
2 spaces 
3 spaces 
4 spaces 

2. Are an adequate number of van 
accessible spaces provided? At least 1 of 
every 8 accessible spaces must be van-
accessible (with a minimum of 1 van-
accessible space in all cases.)  

    Reconfigure to provide van-accessible 
space(s). 

Verify van accessible lane and aisle widths: 
Either 8’ lane and 8’ aisles or 11’ lane and 
5’ aisle. 

3. Are the access aisles part of the 
accessible route? 

    Add curb ramps. 
 Reconstruct sidewalk. 

4. Are the accessible spaces closest to the 
accessible entrance? 

    Reconfigure spaces.  
 

5. Are accessible spaces marked with and 
International Symbol of Accessibility?  Are 
there signs reading “Van Accessible” at 
van spaces? 

    Add signs, placed so that they are not 
obstructed by cars. 

60” min. from ground to bottom of sign 

6. Is there an enforcement procedure to 
ensure that accessible parking is used 
only by those who need it? 

 
 

    Implement a policy to check periodically 
for violators and report them to the proper 
authorities.   
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Accessible Routes1 n/a Yes No Accessible Routes 
  Check here if section does not apply to this park and move to next section. 

7. Does the park have accessible routes to 
all accessible facilities within the park? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note:   

8. Where court sports are provided (i.e. 
tennis, basketball, and volleyball) are 
there accessible routes to each court?  
(Routes must connect both sides of the 
court) 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

9. Are there accessible routes to any and all 
animal containment areas? 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

10. Are there detectable warnings anywhere a 
route crosses a traffic way? 

    Repair as needed  

 Note: Provide at all trail entry locations. 
Missing access on  East side of the Park 
(the park entries are from public sidewalks 
and not ramps into the street so they are 
accessible.)  

Team Player Seating Areas n/a Yes No Team Player Seating Areas 

  Check here if section does not apply to this park and move to next section. 
11. Do fixed team or player seating areas 

contain the required number of wheelchair 
spaces and companion seats required by 
ADAAG?   

    Renovate as needed 
 Install accessible seating area 
 Note 

Restrooms n/a Yes No Restrooms 

  Check here if section does not apply to this park and move to next section. 
12. If rest rooms are available to the public, is 

at least one rest room (either one for each 
sex, or unisex) fully accessible? 

 

    Reconfigure rest room. 
 Combine rest rooms to create one unisex 
accessible rest room. 
 Note:       

13. Are there signs at inaccessible rest rooms 
that give directions to accessible ones? 

    Install accessible signs. 
 Note:       

 

14. Is there tactile signage identifying rest 
rooms? 
Note: Mount signs on the wall, on the 
latch side of the door, complying with the 
permanent signage. 

 

    Add accessible signage, placed to the 
side of the door, 60 inches to centerline 
(not on the door itself).  
 If symbols are used, add supplementary 
verbal signage. 
 Note:       

 

15. Are pictograms or symbols used to 
identify rest rooms, and, if used, are 
raised characters and braille included 
below? 

    If symbols are used, add supplementary 
verbal signage with raised characters and 
braille below pictogram symbol. 
 Note:       

                                            
1 Accessible routes must comply with ADAAG provisions for the location, width (minimum 36 inches) 
passing space, head room, surface, slope (Maximum 1:12 (or 8.33%).  Accessible routes must connect all 
accessible elements within the facility. Accessible routes must be stable, firm and slip resistant.  There is 
no requirement to change the surface of a playing field to an accessible surface. 
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16. Is the doorway at least 32 inches clear? 
 

    Install offset (swing-clear) hinges. 
 Widen the doorway. 
 Note:       

 

17. Are doors equipped with accessible 
handles (operable with a closed fist),  
48 inches high or less? 

 

    Lower handles. 
 Replace knobs or latches with lever or 
loop handles. 
 Add lever extensions. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

18. Can doors be opened easily (5 lbf max. 
force)? 

 

    Adjust or replace closers. 
 Install lighter doors. 
 Install power-assisted or automatic door 
openers. 
 Note:       

 

19. Does the entry configuration provide 
adequate maneuvering space for a person 
using a wheelchair? 
Note: A person using a wheelchair needs 
36 inches of clear width for forward 
movement, and a 5-foot diameter clear 
space or a T-shaped space to make turns. 
A minimum distance of 48 inches clear of 
the door swing is needed between the two 
doors of an entry vestibule. 

    Rearrange furnishings such as chairs and 
trash cans. 
 Remove inner door if there is a vestibule 
with two doors. 
 Move or remove obstructing partitions. 
 Note:       

20. Is there a 36-inch-wide path to all fixtures? 
 

    Remove obstructions. 
 Note:       

 

21. Is the stall door operable with a closed 
fist, inside and out? 

 

    Replace inaccessible knobs with lever or 
loop handles. 
 Add lever extensions. 
 Note:       

 
22. Is there a wheelchair-accessible stall that 

has an area of at least 5 feet by 5 feet, 
clear of the door swing, OR is there a stall 
that is less accessible but that provides 
greater access than a typical stall (either 
36 by 69 inches or 48 by 69 inches)?  

    Move or remove partitions. 
 Reverse the door swing if it is safe to do 
so. 
 Note:       

23. In the accessible stall, are there grab bars 
behind and on the side wall nearest to the 
toilet? 

    Add grab bars. 
 Note:       

24. Is the toilet seat 17 to 19 inches high? 
 

    Add raised seat. 
 Note:       

 

25. Does one lavatory have a 30-inch-wide by 
48-inch-deep clear space in front? 
Note: A maximum of 19 inches of the 
required depth may be under the lavatory. 

 

    Rearrange furnishings. 
 Replace lavatory. 
 Remove or alter cabinetry to provide 
space underneath. Make sure hot pipes 
are covered. 
 Move a partition or wall. 
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 Note:       
 

26. Is the lavatory rim no higher than 34 
inches? 

    Adjust or replace lavatory. 
 Note:       

 

27. Is there at least 29 inches from the floor to 
the bottom of the lavatory apron? 
(Excluding pipes)? 

    Adjust or replace lavatory. 
 Note:       

28. Can the faucet be operated with one 
closed fist? 

    Replace faucet handles with paddle type. 
 Note:       

 

29. Are soap and other dispensers and hand 
dryers within reach ranges and usable 
with one closed fist? 

 

    Lower dispensers. 
 Replace with or provide additional 
accessible dispensers. 
 Note:       

 

30. Is the mirror mounted with the bottom 
edge of the reflecting surface 40 inches 
high or lower? 

    Lower or tilt down the mirror. 
 Add a larger mirror anywhere in the room. 
 Note:       

 

31. Is there a clear space of 60 inches by 60 
inches adjacent to the toilet? 

    Repair as needed 
 Note: 

32. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed for 
drainage) (2% -3.3%) 

    Repair as needed 
 Note: 

33. If there is a ADA Accessible Portable 
Restroom, is there an accessible route 
and entry into the portable unit? 

    Repair as needed 
 Note:1 ADA portable potty on east 
entrance 

Utilities n/a Yes No Utilities 

 Check here if section does not apply to this park and move to next section. 
34. Is the maneuvering space less than or 

equal to 1:50? (1:33 maximum allowed for 
drainage) 

    Repair as needed 
 Note: 

35. Is the surface adjacent to the utility firm 
and stable? 

    Repair as needed 
 Note: 

 
36. Are fixed water spouts located 28 inches 

minimum to 36 inches maximum above 
the ground or floor space? 

    Repair as needed 
 Note: 

Drinking Fountains n/a Yes No Drinking Fountains 

  Check here if section does not apply to this park and move to next section. 
37. Is there at least one fountain with clear 

floor space of at least 30 by 48 inches in 
front? 

 

    Clear more room by rearranging or 
removing furnishings. 
 Note:       

38. Is there one fountain with its spout no 
higher than 36 inches from the ground, 
and another with a standard height spout 
(or a single "hi-lo" fountain)? 

    Provide cup dispensers for fountains with 
spouts that are too high. 
 Provide accessible water cooler. 
 Note:       

39. Are controls mounted on the front or on 
the side near the front edge, and operable 
with one closed fist? 

    Replace the controls. 
 Note:       

40. Is each water fountain cane-detectable 
(located within 27 inches off the floor or 

    Place a planter or other cane-detectable 
barrier on each side at floor level. 
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protruding less than 4 inches from the 
wall, into the circulation path? 

 Note:       
 
 
 

Directional and Informational 
Signage 

n/a Yes No Directional and Informational Signage 

  Check here if section does not apply to this park and move to next section. 
41. If mounted about 80 inches, do they have 

letters at least 3 inches high, with high 
contrast, and non-glare finish? 

 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:  

 

42. Do directional and informational signs 
comply with legibility requirements?  

43. (Building directories or temporary signs 
need not comply.) 

    Review requirements and replace signs as 
needed, meeting the requirements for 
character size, contrast, and finish. 
 Note:       

 

Seats, Tables and Counters n/a Yes No Seats, Tables and Counters 

  Check here if section does not apply to this park and move to next section. 

**This section includes covered and uncovered gathering areas, concession areas, and ticket booths. 
50. Are the spaces for wheelchair seating 

distributed throughout?  (Cover or 
uncovered gathering areas, bleachers) 

 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: Distribution is fine but benches are 
short 

51. At each type of cashier counter, is there 
a portion of the main counter that is no 
more than 36 inches high? 

    Provide a lower auxiliary counter or folding 
shelf. 
 Arrange the counter and surrounding 
furnishings to create a space to hand items 
back and forth. 
 Note:       

52. Is there a portion of food-ordering 
counters that is no more than 36 inches 
high, or is there space at the side for 
passing items to customers who have 
difficulty reaching over a high counter? 

    Lower section of counter. 
 Arrange the counter and surrounding 
furnishings to create a space to pass items. 
 Note:       

Fire Rings n/a Yes No Fire Rings 

  Check here if section does not apply to this park and move to next section. 
53. Do all fire rings have a clear space 

extending a minimum 48” deep by 48” 
wide at all usable portions of the ring? 

    Install clear spaces as needed 
 Note:  

54. Are the clear spaces around the fire pit 
on a firm and stable surface? 

    Correct as needed 
 Note: 

55. Is the fire surface height a minimum of 9” 
above the ground/floor? 

    Construct or renovate pits to meet 
clearances 
 Note: 

56. Are the slopes around fire pits not more 
than 1:50?  

    Construct or renovate pits to meet 
clearances 
 Note: 

 
 

Cooking Surfaces, Grills, Pedestal n/a Yes No Cooking Surfaces, Grills, Pedestal 
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Grills2 Grills 

  Check here if section does not apply to this park and move to next section. 
57. Are accessible cooking features 

dispersed throughout the area and 
among the types provided? 

    Evenly disperse cooking features 
 Note: 

58. Are accessible cooking feature surfaces 
installed between 15 inches and 34 
inches above the ground/floor? 

    Install as required 
 Note: 

59. Do operating controls and mechanisms 
comply with current Clear Floor Space 
and Height standards? 

 

    Install as required 
 Note: 

Fixed Trash/Recycling Containers n/a Yes No Fixed Trash/Recycling Containers 

  Check here if section does not apply to this park and move to next section. 
60. Are trash and recycling containers 

accessible? 
    Replace as needed 

 Note:  
 

Overlooks/Viewing Areas n/a Yes No Overlooks/Viewing Areas 

  Check here if section does not apply to this park and move to next section. 
61. Are all viewing areas on an accessible 

route? 
    Install accessible paths as needed 

 Note:  

62. Are all viewing areas constructed to 
provide an unobstructed view? 

    Repair as needed 
 Note: 

63. Is there at least one 60” x 60” 
maneuvering space? 

    Repair as needed 
 Note: 

64. Is the ground surface firm and stable?     Repair as needed 
 Note: 

65. Is the maneuvering space less than or 
equal to 1:50? (1:33 maximum allowed 
for drainage) 

    Repair as needed 
 Note: 

Picnic Tables (Units) n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

66. Is there an accessible route to and within 
common use areas?  

    Add accessible route as needed. 

 Note:  
 

67. Where two or fewer picnic tables are 
provided, are they all ADA mobility 
compliant? 

    Replace or add tables as needed 

 Note:  
 

68. Where more than two picnic tables are 
provided, are at least 20% but not less 
than two mobility compliant? 

    Replace or add tables as needed. 
 Note:  

69. Are knee spaces at accessible picnic 
tables at least 27 inches high, 30 inches 
wide, and 19 inches deep? 

    Replace or raise tables. 
 Note:       

70. Are picnic tables spaced such that all 
areas of the table are accessible? 

    Rearrange tables to allow room for 
wheelchairs in seating areas throughout 
the area.  
 Remove some fixed seating. 
 Note: The gazebo has a little round table 

                                            
2 Where there is only one cooking surface, grill or pedestal grill in a provided picnic area, it shall be 
accessible.  Where multiple cooking features are provided in a picnic area, 50 percent, but no less than 2 
shall be accessible.    
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that seats 3 and provides a space to fit a 
wheelchair 

 

Benches n/a Yes No Benches 
  Check here if section does not apply to this park and move to next section. 

71. Where multiple benches are provided, 
are at least 50% consistent with this 
section? 

    Repair as needed 
 Note:  

 

72. Are accessible benches dispersed evenly 
throughout the park?  

    Disperse benches evenly throughout the 
park 
 Note:  

73. Of the accessible benches that are 
provided, do at least 50% of those 
benches have armrests? 

    Repair as needed 
 Note:   

74. Are the front edges of accessible 
benches between 17 and 19 inches 
maximum above the ground/floor? 

    Repair as needed 
 Note: all the benches are about 15.5” high 

75. Is there a 30” x 48” Clear Floor or Ground 
Space adjacent to the bench? 

    Repair as needed 

 Note:   There are 13 benches and only 2 of 
the have companion space 

76. Is the ground/floor surface around the 
accessible benches firm and stable? 

    Repair as needed 

 Note: 

77. Do all accessible benches have back 
support the full length of the bench? 

    Repair as needed 
 Note:   

Ground Level and Elevated Play 
Components 

n/a Yes No Ground Level and Elevated Play 
Components 

  Check here if section does not apply to this park and move to next section. 
78. Is there at least one of each play 

component on an accessible route3?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

79. Is there at least one of each ground-level 
play component on an accessible route?   

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

80. Does the accessible route connect 
ground level play components and 
elevated components including entry and 
exit points of the components. 

    Expand existing accessible routes as 
needed 
 Construct accessible routes 
 Note: 

Water Play Components n/a Yes No Water Play Components 

  Check here if section does not apply to this park and move to next section. 
81. Is there at least one of each play 

component on an accessible route?   
    Expand existing accessible routes as 

needed 
 Construct accessible routes 
 Note:  

Trails n/a Yes No Trails 
  Check here if section does not apply to this park and move to next section. 

82. Is the clear width of the trail 36 inches?     Renovate as required 
 Construct all new trails to code 

                                            
3 Different types of play components are based on the general experience provided by the play 
component.  Different types include, but are no limited to, rocking, swinging, climbing, spinning and 
sliding. Components may be elevated or at or below ground level. 
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 Note: 

83. Are openings in the trail less than ½  
inch?  
Note: (Board slat spaces, etc. – 
Elongated openings should be placed so 
that the long dimension is perpendicular 
or diagonal to the dominate direction of 
travel.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

84. Is the trail free of constructed or natural 
barriers? 

    Remove as needed 
 Note: 

85. Are all overhead hazards maintained at a 
height that is sufficient for all expected 
users of the trail?  (Remember, Objects 
that protrude into a pathway at a height 
greater than 27” are difficult for the blind 
or persons with visual disabilities who 
use canes to detect.)  

    Renovate as required 
 Construct all new trails to code 
 Note: 

86. Is less than 30% of the total trail length 
steeper than 8.33%? 

    Renovate as required. 
 Note: 

87. Do the segment lengths meet the 
following requirements: 
Max. 200 LF @ 5% - 8.33% 
Max. 30 LF @ 8.33% - 10% 
Max. 10LF @ 10% - 12%   

    Renovate as required. 
 Note: 

88. Where slopes are steeper than 5% for 
the given runs above, are there resting 
intervals provided at the top and bottom 
of the runs? 

    Construct level rest interval4 
 Note: 

89. Are all cross slopes a maximum of 2%? 
Slopes not steeper than 5% shall be 
permitted when necessary for drainage. 

    Renovate as required 
 Construct all new trails to code 
 Note: 

90. Are all tread obstacles a maximum of ½” 
on asphalt, concrete or board surfaces 
and not more than 2” on other surfaces? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

91. Are passing spaces (60” x 60”) provided 
at maximum intervals of 1000 ft. 
whenever the clear tread width is less 
then 60”? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

92. Does the trail have or require edge 
protection? 

    Renovate as required – Where provided, 
edge protection should be a minimum of 3”. 
 Construct all new trails to code 
 Note: build up grade against trail edge 
where it has excessive drop off. 

93. Does the trail have signs that clearly 
indicate the type of use, rules and difficult 
conditions for the trail? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

94. Are there signs that warn users that 
changes in trail level or tread obstacles 
could not be removed? 

    Renovate as required 
 Construct all new trails to code 
 Note: 

95. Are there detectable warnings anywhere 
a route crosses a traffic way? 

    Repair as needed  
 Note: 

                                            
4 Resting intervals must be 60” minimum on length and at least as wide as the widest portion of the trail 
segment leading to the resting interval with a cross slope that does not exceed 2%.   
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Boating Facilities n/a Yes No Boating Facilities 

  Check here if section does not apply to this park and move to next section. 
96. Is there an accessible route to the 

boating facilities? 
    Install 

 Renovate existing route 
 Note 

97. Does the gangway to the dock or floating 
dock deigned to provide for a maximum 
1:12 (8.33%) slope ?   
Note: Not required to be longer than 80 
feet.  (Elevators may be used in lieu of 
gangways) In smaller facilities with less 
than 25 boat slips, the slope of the 
gangway may exceed 1:12, if the 
gangway is at least 30 feet long. 

    Install 
 Renovate existing route 
 Note 

98. Does the gangway have a transition plate 
to the pier or platform that meets codei? 

    Install a transition plate 
 Adjust existing transition plate to meet 
code 
 Note 

99. Where boat slips5 are provided, does the 
number of accessible slips6 comply with 
the table to the right? 
Note: If boat slips at a facility are not 
identified or demarcated by length, each 
40 feet of boat slip edge along the 
perimeter of a pier will be counted as one 
boat slip  

   

 

Number of Accessible Boat Slips 
Required 

 

Total Slips in 
Facility 

Minimum Accessible 
Slips 

1-25 1 

26-50 2 

50-100 3 

101-150 4 

If the facility only has a boarding pier 
(see footnote # 9) at least 5% but not 

    Install 
 Renovate boarding pier 

                                            
5 A boat slip is the portion of a pier, main pier, finger pier, or float where a boat is berthed or moored, or 
used for embarking or disembarking. Boarding piers that are not part of a boat launch ramp are classified 
as “boat slips” for the purpose of this survey. 
6 Accessible boat slips must have clear pier space at least 60 inches wide and as long as the slip.  Every 
10 feet of linear pier edge serving the accessible slips must have at least one continuous clear opening 
that is at least 60 inches wide.  The width of the clear pier space may be 36 inches wide for a length of 24 
inches, as long as multiple 36-inch segments are separated by segments that are 60 inches minimum 
clear in width and 60 inches minimum clear in length, and the clear openings are at least 60 inches deep. 
Edge protection is not required 
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less than, must comply with these 
guidelines.  The entire length of 
accessible boarding piers must comply 
with the same provisions that apply to 
slips. 

 
100. Does this facility meet this regulation? 

 Note 

101. Is this facility compromised only of a boat 
launch with no boarding ramp or pier? 

   If yes, there are no specific provisions that 
address access to launch ramps without 
boarding piers. 

 

Item 
Number 

Notes 

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            

            
 

                                            
i Gangways are not required to have to have landings at the end, if transition plates are provided.  If the 
slope of the transition plate is greater that 1: 20 (5%), the transition plates must have a landing at the end 
of the transition plate not connected to the gangway and must comply with other ramp requirements. 
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