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City of Hillsboro 

NEL3001P1 / M204-C1 / PS50-BD57

NEL3001P1 - 1P1001

LUMINAIRE SPECIFICATIONS:

CATALOG NO.: CYCLONE - #NEL3001P1-FGC-DIST-WATT-3K-VOLT-BK-TX-CP5121

LENS MAT'L: CLEAR TEMPERED GLASS FLAT LENS (FGC).

IES CLASSIFIC: TYPE ____ - (TO BE CONFIRMED).

WATTAGE: ___ WATTS - (TO BE CONFIRMED).

LIGHT SOURCE: LED - 3000K (WARM WHITE)

LINE VOLTAGE: ___ VOLTS - (TO BE CONFIRMED).

DRIVER: MOUNTED ON QUICK RELEASE TRAY.

ALL COMPONENTS SHALL HAVE QUICK CONNECTORS.

DRIVER, LED, TESTED AT FACTORY.

IP66 WEATHERPROOF LUMINAIRE WITH ''V'' GROOVE SILICONE.

OPTION: COMPLETE WITH A 0-10 VOLT DIMMER (DIM).

ALL NON ELECTRICAL HARDWARE SHALL BE STAINLESS STEEL

COLOR & FINISH: BLACK RAL9005 (BK), TEXTURED POWDER COAT FINISH (TX).

WARRANTY: PAINT WARRANTY FOR 5 YEARS & LED FIXTURE WARRANTY FOR 5

YEARS INCLUDING LED WAIVER FOR CITY OF HILLSBORO.

BRACKET SPECIFICATIONS:

CATALOG NO.: CYCLONE - #M204-C1-T50-PTDR-BK-TX

MATERIAL: CENTRAL TUBING 5''(13cm)Ø MADE OF ALUMINUM WITH

ONE ARM 2 3/8''(6cm)Ø A DECORATIVE ELEMENT AND TENON FOR

LUMINAIRE, WELDED TOGETHER.

CONFIGURATION: SINGLE (C1).

OPTION: DIMMABLE PHOTOCELL RECEPTACLE (PTDR).
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POLE SPECIFICATIONS:

CATALOG NO.: CYCLONE - #PS50-20.5'-T50-BK-TX-CP6092

MATERIAL: 5" ROUND, STEEL TUBING, 0.125''(3mm) THICKNESS.

POLE HEIGHT: 20'-6'' (6.2m).

ANCHOR BOLTS: (4) 1" x 36" (33+3) FULLY GALVANIZED.

BOLT CIRCLE: 11 1/2" (29cm)Ø. AVAILABLE FROM 8'' TO 12'' (20cm to 30cm)Ø.

CP6092: POLE TENON COMPLETE WITH INTERNAL HOOK.

BASE COVER SPECIFICATIONS:

CATALOG NO.: CYCLONE - #BD57-BK-TX

MATERIAL: TWO-PIECE COVER MADE OF CAST ALUMINUM.

PTDR &

CONTROL NODE

CONTROL SPECIFICATIONS:

GE LightGrid Node

NEW ERA SHORT 1/2

J-HOOK

APPROVED EQUAL MATERIAL:

POLE: Valmont - #DS340-R500V206-SPL tenon

BASE COVER: Valmont - DBMON1942 Deco Base - FP/BLK (VP53)
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PTDR &

CONTROL NODE

BRACKET SPECIFICATIONS:

CATALOG NO.: CYCLONE - #M204-C1-T50-PTDR-BK-TX

MATERIAL: CENTRAL TUBING 5''(13cm)Ø MADE OF ALUMINUM WITH

ONE ARM 2 3/8''(6cm)Ø A DECORATIVE ELEMENT AND TENON FOR

LUMINAIRE, WELDED TOGETHER.

CONFIGURATION: SINGLE (C1).

OPTION: DIMMABLE PHOTOCELL RECEPTACLE (PTDR).

POLE SPECIFICATIONS:

CATALOG NO.: CYCLONE - #PS50-25.5-T50-BK-TX-CP6092

MATERIAL: 5" ROUND, STEEL TUBING, 0.125''(3mm) THICKNESS.

POLE HEIGHT: 25'-6'' (7.8m).

ANCHOR BOLTS: (4) 1" x 36" (33+3) FULLY GALVANIZED.

BOLT CIRCLE: 11 1/2" (29cm)Ø. AVAILABLE FROM 8'' TO 12'' (20cm to 30cm)Ø.

CP6092: POLE TENON COMPLETE WITH INTERNAL HOOK.

BASE COVER SPECIFICATIONS:

CATALOG NO.: CYCLONE - #BD57-BK-TX

MATERIAL: TWO-PIECE COVER MADE OF CAST ALUMINUM.

CONTROL SPECIFICATIONS:

GE LightGrid Node

ALL NON ELECTRICAL HARDWARE SHALL BE STAINLESS STEEL

COLOR & FINISH: BLACK RAL9005 (BK), TEXTURED POWDER COAT FINISH (TX).

WARRANTY: PAINT WARRANTY FOR 5 YEARS & LED FIXTURE WARRANTY FOR 5

YEARS INCLUDING LED WAIVER FOR CITY OF HILLSBORO.

LUMINAIRE SPECIFICATIONS:

CATALOG NO.: CYCLONE - #NEL3001P1-FGC-DIST-WATT-3K-VOLT-BK-TX-CP5121

LENS MAT'L: CLEAR TEMPERED GLASS FLAT LENS (FGC).

IES CLASSIFIC: TYPE ____ - (TO BE CONFIRMED).

WATTAGE: ___ WATTS - (TO BE CONFIRMED).

LIGHT SOURCE: LED - 3000K (WARM WHITE)

LINE VOLTAGE: ___ VOLTS - (TO BE CONFIRMED).

DRIVER: MOUNTED ON QUICK RELEASE TRAY.

ALL COMPONENTS SHALL HAVE QUICK CONNECTORS.

DRIVER, LED, TESTED AT FACTORY.

IP66 WEATHERPROOF LUMINAIRE WITH ''V'' GROOVE SILICONE.

OPTION: COMPLETE WITH A 0-10 VOLT DIMMER (DIM).

NEW ERA SHORT 2/2

J-HOOK

APPROVED EQUAL MATERIAL:

POLE: Valmont - #DS340-R500V256-SPL tenon

BASE COVER: Valmont - DBMON1942 Deco base - FP/BLK (VP53)
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